














PRODUCT DETAILS

Every electric vehicle owner has a charging station
installed at home for daily use.

When they choose home charging stations, below are
their concerns:

Easy to install, no need for
complicated installation tools.

High security, complete protection
mechanism and local quality certification.

Simple to operate, no much time will be
wasted on figuring out various functions.

Strong stability,simple minor faults can be
easily repaired after restarting.

High compatibility, capable to identify various EV models
and support the chargingsettings on different vehicles.

®ROOE

| BS20-BA | | BS20-BC |

Model BS20
Input voltage/Output voltage AC 230V/400V Dimension (L/W/D) 295/195/65mm Under voltage protection " Ethernet/WIFI/4G/Bluetooth Optional IP rating IP66
Input frequency 47~63Hz Weight 6KG-8KG Over load protection v LCD 3.5-inch color display Environment temperature -25°C~+55°C
Max. output power 7.2kW(1 Phase)/22kW(3 Phase) Short circuit protection J RCD Type A/ Type A+6mA DC Relative humidity 0-95% non-condensing
Max. output current 32A Certificate CE, FCC, CSA, RoHS Earth leakage protection J LED Indicator light v Maximum altitude <2000m
Charging interface type ~ SAE J1772, IEC 62196-2, GB/T Over-temp protection J Current adjusting v Cooling Natural air cooling
Lightning protection J Standby power consumpiton <8W



Wallbox
RFID Version

3.6kW / 7.2kW / 11kW /22kW
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BS20-RFID

The RFID wall-mounted d;é-rging station is suitable for

Intelligent Chip Colorful LCD Display RFID Control both indoor and outdoor charging. By using our compact

Automatically fix th sh - T & RFID card, you can start or stop charging, prevent
utomatically fix the ows the charging status like e charging station can be b . .

non-hardware faults during charging time, voltage, power started/stopped by swiping UmEWHEITEEE [PEelEts i USE youlr Ei g/ ing SiEiiemn,

charging consumption etc. the specialized RFID Card.




PRODUCT DETAILS

ELECTRIC

CHARGER
RFID CARD

RFID Card Accepted

age scenario

Bszo_BA_RFl D BSZO—BC—RFI D Gas station Parking lot Home use

del BS20-RFID
T R

Input voltage/Output voltage AC 230V/400V Dimension (L/W/D) 295/195/65mm Under voltage protection ,/ Ethernet/WIFI/4G/Bluetooth Optional IP rating P66

Input frequency 47~63Hz Weight 6KG-8KG Over load protection Q/ LCD 3.5-inch color display Environment temperature -25°C~+55°C

Max. output power 7.2kW(1 Phase)/22kW(3 Phase) Short circuit protection ./ RCD Type A/ Type A+6mA DC Relative humidity 0-95% non-condensing

Max. output current 32A Certificate CE, FCC, CSA, RoHS Earth leakage protection v LED Indicator light v Maximum altitude <2000m

Charging interface type ~ SAE J1772, IEC 62196-2, GB/T Over-temp protection ‘/ Current adjusting v Cooling Natural air cooling
Lightning protection ,/ Standby power consumpiton <8W



Product Overview

It is an intelligent wall-mounted charging station, which
can freely set the charging time and duration, remote
control by APP, and can check your charging history
documents anytime.

Intelligent Chip

Automatically fix the
non-hardware faults during
charging

Wallbox
APP Version

3.6kW / 7.2kW / 11kW /22kW

BS20-APP

Colorful LCD Display APP Control

Shows the charging status like The charging station can be easily
charging time, voltage, power controlled by phone,
consumption etc. freely start or stop charging ,

set charging time and current.




PRODUCT DETAILS

Station number

Setting Ty EVSEATA2 f Add device
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Bluetooth
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Charging parameters
area

Current Charging Satting
Auto full charge

37324, The available maxium
charging current

Charging button
Charging homengggs System setting menu

Charging Information
record menu  prompt menu

Charging Time Setting
Freely set the charging time and duration

Charging History Record
Query charging history anytime, anywhere

Remote Control by APP Firmware Update
Start or stop charging via Bluetooth 9 Make app version upgrades
Model BS20-APP

BS20-BA-APP BS20-BC-APP

Input voltage/Output voltage AC 230V/400V Dimension (L/W/D) 295/195/65mm Under voltage protection ,/ Ethernet/4G/Bluetooth Optional IP rating IP66

Input frequency 47~63Hz Weight 6KG-8KG Over load protection Q/ LCD 3.5-inch color display Environment temperature -25°C~+55°C

Max. output power 7.2kW(1 Phase)/22kW(3 Phase) Short circuit protection ./ RCD Type A/ Type A+6mA DC Relative humidity 0-95% non-condensing

Max. output current 32A Certificate CE, FCC, CSA, RoHS Earth leakage protection v LED Indicator light v Maximum altitude <2000m

Charging interface type ~ SAE J1772, IEC 62196-2, GB/T Over-temp protection ‘/ Current adjusting v Cooling Natural air cooling
Lightning protection ,/ Standby power consumpiton <8W



Wallbox
OCPP Version

3.6kW / 7.2kW / 11kW /22kW

BS20-OCPP

OCPP is an open-source communication standard for EV

Intelligent Chip Colorful LCD Display OCPP Control charging stations and network software companies.

. . . . Simply put, any EV charging station that is OCPP-compli-
Automatically fix the ) Shows the_charglng status like OCPP 1.6 Protocol ant can be configured to run any similarly OCPP-compli-
non-hardware faults during charging time, voltage, power

charging consumption etc. ant software.




PRODUCT DETAILS

BER)))

operators.

Payment system
Offer accurate charging data to back end for

payment.

High compatibility
You could choose different OCPP platform

Model BS20-OCPP

Customization
@ Support multiple commands that allow you to

Software management
Manage all EV charging hardware in one place @

customize different functions.

Input voltage/Output voltage AC 230V/400V Dimension (L/W/D) 312/193/75mm Under voltage protection
Input frequency 47~63Hz Weight 6KG-8KG Over load protection
Max. output power 7.2kW(1 Phase)/22kW(3 Phase) Short circuit protection
Max. output current 32A Certificate CE Earth leakage protection
Charging interface type ~ SAE J1772, IEC 62196-2, GB/T Over-temp protection

Lightning protection

AAKKKL

Charging protocol-Hub
Ethernet

4G

RFID

LCD

RCD

LED Indicator light

Intelligent power adjustment

OCPP 1.6-J IP rating IP66
Optional Environment temperature -25°C~+55°C
Optional Relative humidity 0-95% non-condensing
Optional Maximum altitude <2000m

3.5-inch color display Cooling Natural air cooling
Type A/ Type A+6mA DC Standby power consumpiton <8W
v
v



Product Overview

Dynamic load balancing safely distributes
the energy between an EV and other
home appliances.This ensures that when
charging a vehicle, you never exceed your
home's maximum power consumption.

Intelligent Chip

Automatically fix the
non-hardware faults during
charging

Wallbox

Colorful LCD Display

Shows the charging status like
charging time, voltage, power
consumption etc.

DLB Version

3.6kW / 7.2kW / 11kW /22kW

BS20-DLB

Dynamic Load Balancing

Our Dynamic Load Balancing
is a hardware accessory sold
with our home charging station.



PRODUCT DETAILS

Dynamic Load Balancing for
Electric Vehicles

e 0]

Avoid Costly Monitor and Regulate Enhance Charging
Grid Expansion Real-time Energy Consumption Efficiency

Your vehicle will charge at J I J ‘

the maximum safe speed,
preventing blackouts and

circuit overloads. FEATURE
Suitable for installation in
various environments.
% Compatible with
photovoltaic inverters.
4_\- @ Easy assembly, no

need for adjustments.

Stable signal transmission with a
recognition range of up to 50 meters.

Precise current control
with rapid response.

Supports one-to-many configurations
after future upgrades.
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Model BS20-DLB

Function Working Environment

Input voltage/Output voltage AC 230V/400V Dimension (L/W/D) 295/195/65mm Under voltage protection 4/ Dynamic Load Balancing v IP rating P66

Input frequency 47~63Hz Weight 6KG-8KG Over load protection ‘/ LCD 3.5-inch color display Environment temperature -25°C~+55°C

Max. output power 7.2kW(1 Phase)/22kW(3 Phase) Short circuit protection ,/ RCD Type A/ Type A+6mA DC Relative humidity 0-95% non-condensing

Max. output current 32A Certificate CE Earth leakage protection ‘/ LED Indicator light v Maximum altitude <2000m

Charging interface type ~ SAE J1772, IEC 62196-2, GB/T Over-temp protection ,/ Intelligent power adjustment v Cooling Natural air cooling
Lightning protection J Standby power consumpiton <8W



Wallbox
OCPP Version

3.6kW / 7.2kW / 11kW /22kW

BS20-OCPP

OCPP is an open-source communication standard for EV

Intelligent Chip Colorful LCD Display OCPP Control charging stations and network software companies.

. . . . Simply put, any EV charging station that is OCPP-compli-
Automatically fix the ) Shows the_charglng status like OCPP 1.6 Protocol ant can be configured to run any similarly OCPP-compli-
non-hardware faults during charging time, voltage, power

charging consumption etc. ant software.




